TA CHEN STAINLESS PIPE CO., LTD.

- STAINLESS STEEL PIPE NIPPLE

Commodity

Specification

Inspection Certificate

WELDING NIPPLE

Customer

ASTM A312/A312M-2017

Destination

ASME SA312-2015

:NEREZOVE MATERIALY, S.R.O. “EN 10204-3.1

:HAMBURG

NO. 125 HSIN-TIEN 2ND ST.,
JENG-TEH, TAINAN, TAIWAN
TEL:(06)2793254  FAX:(06)2701382

COUNTRY ORIGIN:TAIWAN

Grade TP304L Customer O/N :0V-1449/2017 Certificate No : RF0299001
Delivery Condition: Factory O/N : ST04R5790 Date : 2017/9/6 INVOICE No :ST04RF0299
_ A _ Chemical Composition in %
ltem Case No. Heat No. Size Quantity  \Weight C Si Mn p s Ni Cr Mo N ;
_ - I - | 8001800, - -
No. Crate No. Pc Kgs .
© (cr ) (Pes) 1 (K9S) | 4 035 | 1.000 | 2.000| 0.045| 0.030 | 13.00! 20.00 | - .
01 |004,005 SD20234 1-1/2" SCH40S TOE 700 0.017 |0.403 |1.500 |0.029 |0.0064|8.040 ;{18.111 | - 0.032
DIN2999
02 003 YU270832A |2-1/2" SCH40S TOE 300 0.018 |0.410 |1.230 [0.029 |0.0110(8.020 |18.020| - 0.036
DIN2999
|
| 1
| Total 1000 Remarks
!Item Tensile Test (Gage Lth=50mm) Hardness | Bend | Dimension
0.2% Yield |1.0% Yield | Tensile | Elongation And
No. | Strength | Strength | Strength Test Test | Surface ’
PSI PsSi PSI % HRB Condition
25000 70000 | T25/L35 |
01 | 39300 - | 95300 51 83.50 OK
02 39900 - 97600 48 ! 82.00 OK
|
|
|
|
|
I | | | o

We hereby certify the above statement to be true and correct every detail

TA CHEN has established a QMS according to ISO 9001, which is certified by LRQA (cert. no.TWNO936925)

e

Manager of Inspection Section/George Yang




